JOHN KING

SPECIAL SERIES CHAINS KING ASPHALT
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N° DIA | NUMBER
JK2102 5% 1% | 1% | 1% | % | K2
JK2102 5% |7% | 2% | 1% | % | SPK2
JK3945 5% |1 | 13| 1% | % K2

JK3945 | 4% | 6% 1% | 1% | 1% | % K3
JK3950 | 4% | 5% |1%4| 1% | 1% | % | K3
JK4604 | 1% | 5% |1.43| 1%, | 1% | % K3

JK3935 6%s (176 | 2%6s| 2 | % K2
JK2856 % 1% | 2% | 17 | % SPK2
JK2860 o 1% | 2% | 17 | % K24
JK2860 6% 1% | 2% | 17 | 1 K2

: JKz860 |7 | 1% |19 | 2% | 17 | % | K35

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS DE-BROUWER CHAIN
DB 635 / 1524 PLAIN BLOCK LINK
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D635 /1624 |2.6|63.6|0.61) 13 | 6 127 |2.24| 67 |sm| 79 |147| 87 |140| 356 | 112 |286 |09 | 16 | 114 (20 | 14
WI* Width of link with extra wide wear pads
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(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com

sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS DE-BROUWER CHAIN
DB 635/ 1524
WITH SIDE ATTACHMENT
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146 37 |3.74| 95 |0.65| 16.5 | 236 | 60 |0.94| 24 5.79| 147 | 0.47| 12

Note:- Attachment is also available on both sides of the link

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS DINT HEADER CHAIN
~
Gt § C‘;Z)
= = &~ = =
BfER, Jan
\= =/ = =/
,_i_\ M ™M mallins ,_i_\
= | i=d Hi =
<Ej::3\ é:jE)
- : _:EEI:_
[~
M X /—EH—\
H § H =7
V= n p= =4
\H Q \H =y
Ry
T <
(:___ :) § (g — g)
mlmmie O mlmmis
G Z EgiD
,_];Eri_\ M M ,_i_\
|\ im/a Bl B L\ -y
:Dt-: 1]l :-j:
I I [ — C — 1|
G LHJ LHJ &0
z—i—\ r—i—\
== Tt
J=i== ll Ha e
\_? _ jtjtl_
= I=lE A
‘:H:I_ ===

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com
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JOHN KING

SPECIAL SERIES CHAINS KING MILL DUTY

ELEVATOR CHAINS
EXPERIENCE

With over 80 years experience in supplying heavy duty chain products for tough industrial applications,
you can be assured that John King chains
have optimum design features.

FATIGUE LIFE

All chain parts are designed to provide maximum fatigue life. Side bars are heat treated for maximum
strength without sacrificing necessary toughness. The full round design of pins and bushings eliminates
stress risers in side bar holes to maximize fatigue life. The side bar hole size and finish are closely
controlled to assure optimum press fit and fatigue life.

WEAR RESISTANCE

Pins and bushings are made from alloy steel for maximum wear life and toughness. Pins are heat
treated and surface induction hardened to provide maximum wear resistance. The pins and bushings
are also centreless ground to improve wear life.
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CHAIN| a1 | 4 | Bl | B | P ks |BRMEE BET
JKB56 7% |9%g| 2% | 1% | ™6 |K—24 4HOLES |144,5004 |16,0004
JKBs? | 7 |12 |14 | 81 | 2% | %e |K—44 SBHOLES |170,0004 14,0004
JKB59 13 |15 | 4% | 3 | s |K—44 BHOLES (235,000#|22,0004
JKB64 13 (15 | 5% |3 e |K—443 10HOLES|235,000#|22,000#

(UK) John King Chains Limited.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK

Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899

E-mail: admin@johnking-chain.com
technical@johnking-chain.com

John King (USA) Inc.
200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: salesusa@johnking-chain.com

sales@johnking-chain.com

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
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(UK) John King Chains Limited.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK

Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com

E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com

John King (USA) Inc.
200 Catherine Street, Unit 7B, E. Peoria IL61611 USA

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
A1 ATTACHMENT

CHAIN NO.
62 |72 1/2

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
C1 ATTACHMENT

CHAIN NO.
62 |72 1/2

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
ET ATTACHMENT
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(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
K1 ATTACHMENT

CHAIN NO.

62 |72 1/2

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
A9 ATTACHMENT

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
F1 ATTACHMENT
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(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
C2 ATTACHMENT
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(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
K5 ATTACHMENT
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(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS JK PATTERN
STEEL DETACHABLE CHAIN
SPROCKETS
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TOOTH FORM PITCH DIAMETERS

CHAIN R ~le || |¥o.oF CHAIN NoO.
No. D\E |mxwm, TEETH |55 | 57 | 62 [v2 1,2| 74 |78 |103
55 10.5 |16—-12 13 31 |7 |16.6 | 9

57 10.5 |28-20 15 49 | 7 |24 14

62 10.5 |16-12 18 81 |7 |20.6] 12

72 1/2 |10.6 [16-12 13 32|17 |24 14

74 15.7 |28—-17 13 45 | 10 | 28 16

78 12.5 (30-22| 14 558 |28 16

108 15.7 |38-24 14 61 | 12 | 82 19

HUB DIAMETERS

CHAIN NO. OF TEETH

NoO. 8 10 1 |12 | 14

. ]

55,62 60 60 70 70 80

57 60 75 75 75 75

74 75 76 76 75 80

78 75 75 75 85 85

MMy

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS KING MAXI SERIES CHAINS

@ Armour case hardened pin and bush from hight alloy steel. Maximum surface hardness for ultimate wear
performance and chain life. High material core strength for added toughness.

® Forged headed pin with milled flats to prevent rotation. Cottered construction making chain
"fully dismountable" for maximum ease in maintenance.

® Heat treated carbon steel link plate, for maximum ultimate chain strength. bead blasted.

High interference fits between "round parts" and link plates for maximum extended chain life.

® Offset sidebar style offers maximum performance in elevator. Open end must lead, as this obviates
any frictional wear which could take place between link and driving wheel.

® Maximum strength/weight ratio is available with much increased ultimate strength over cast link
alternative.

® Maximum versatility with all combinations of attachment in addition to "k" style including f,g,l and m.
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CHAIN\PITCH| ¢ |pP|Db |LH| S |STYLE |SP |PL |D |C |PH |ULTIMATE
N STRENGTH

Mx503 | 767 | 38 |14 |278| 40 | 8 o 8 381 55| 44| B 26.5001bs

MX504 108.7 50 76 |38 50 170 K2 10 67 12.7 | 38 35 46.0001lbs

MX600 158.4 S0 18 |28.6 | 50 70 K1 10 45 18 27 50.5001lbs
K2 10 110 12.7| 70 35

MX603 . 38 A K 8 38 12 28 L

76.2 14 |25 | 40 8 oo 8 24 7 44.4| 38 383.0001bs

MX604 101.6 57 16 |25 50 70 Kl 10 60 13 30 55.000lbs
K2 10 70 12.7| 88 385

MX704 | 101.6 |57 18 |30 |55 | 12 K2 10 70 | 12 | 88 30

C \My

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS CHAINS FOR
PAVING MACHINES AND ASPHALT FINISHERS
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CHAIN DATA All Strengths, Weights and Loads are in pounds
CH]‘?I'IN PITCH are.,  |wEeAT| 4 D G L R T L4
in | mm in|mm | in | mm | in | mm|in mm| in | mm| in , mm| in mm

Cc131 3.07|78 24000| 6.5 |2 |50.8|0.63|16 |1.13|29 |8.63 |92.1|1.25|81.8 |0.875|9.5 |1.5 | 38.1
C188 2.61|66.5| 14000 | 3.6 |1.67|40 |0.5 |18 |0.88|22 |2.63 |67 |1.25|81.8 |0.25 |6 1.126| 29
A1 9.66 8.22 |81.6 |2.44 |62.0 |0.75 |19.0 |0.75 |19.0 |(7.54 |39.0 | 2 50.8

(UK) John King Chains Limited.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899

E-mail: admin@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com

John King (USA) Inc.

200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: salesusa@johnking-chain.com

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS CHAINS FOR
PAVING MACHINES AND ASPHALT FINISHERS

CH#N o mmmmm
in | mm in | mm in mm

czzs | 2.76|69.9| 30000| 6.6 |1.22]310 [0.05] 16 |1.51|ss.5|25 |ess|o6dre o.s1 |79 [1.26] st.a |

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899
E-mail: admin@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com

200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: salesusa@johnking-chain.com

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS CHAINS FOR
PAVING MACHINES AND ASPHALT FINISHERS
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CHAIN DATA All Strengths, Weights and Loads are in pounds
CHAIN| PITCH | ave. |wmwmr| , D ¢ L R r -

urs
N

G19 6.36 3.19 |81.0 |2.47 |62.7 |0.88 |22.2|0.56 |14.3 |1.64 |34.9 | 1.5 |88.1

My

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS CHAINS FOR
PAVING MACHINES AND ASPHALT FINISHERS
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CHAIN DATA
CHAIN| PITCH %ﬁv 4 D I R B 4 E

mm | in KN mm | in mm | in mm | in |mm |in mm in mm | in mm , in
JK781 78.118.07 | 150 84 |1.84 |16.0 | 0.68 |86 3.89 31.8|1.25 63 2.48| 40 1.57 |81 38.19
3.23

JK800 |80.0|8175 | 7190 34 |1.34 159 | 0.62|69 |272 27.8‘1.10 57 |224|46 | 1.77 |82

10 |od0|8 |0.81|20 |0.79 |19.56077 | 50 |r.97
la |osr |6 |ozs|tsa |07 |220/0.87 | 50 |97

MMy

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA

Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS CHAINS FOR
PAVING MACHINES AND ASPHALT FINISHERS
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20,000
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X

1.80 | 82 |1.88 | 46.6

1.69 |43 |2.32]| 69

(UK) John King Chains Limited. John King (USA) Inc.

New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA

Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com

sales@johnking-chain.com

Web: www.johnkingchains.com




SPECIAL SERIES CHAINS CHAINS FOR
PAVING MACHINES AND ASPHALT FINISHERS

JOHN KING
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PITCH

CHAIN DATA

-

All Strengths, Weights and Loads are in pounds

0.75 |19.0

1.88 [85.0 |0.75|19.0 |0.38 |9.65 |2.83 | 69.2 | 3.86 | 85.3

(UK) John King Chains Limited.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK

Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899

E-mail: admin@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com

John King (USA) Inc.

200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: salesusa@johnking-chain.com

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS ENGINEERED STEEL ROLLER CHAIN
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PITCH

CHAIN | rypg| PITCH | caam BREAXING WEIGHT JOINT PIN ROLLER SIDEBAR

422R  |B  |4.00 |101.6 |4.160 | 25000 |70 | - |0.625]15.876[4.00 |101.6 |1.25 |81.76[- |- |2062[52.387 [1.50 |381 |o0.372|7.92
804 A 4.00 | 101.6 |4.860| 40,000 |10.8 8.7 |0.687|17.450 |3.125 (79.975 |2.00 |50.8 |1.26 |81.75(1.166 | 20.36 |1.75 |44.46)0.312|7.92
9060 |4B |6.00 |152.4|6.550| o.000 |11.2 | 7.9 |o.75 |19.06 [s.76 |95.25 |2.75 |e9.a5(1.65 |41.40|1.457 | 36.6 |200 |60.8 |0.375|s.5:
9061 |4B  |6.00 [152.4|6.550| 85,000 |120 | 8.7 |o.75 [19.06 [3.76 |95.25 |2.76 |69.65(1.63 |41.40|1.437 [ 36.6 225 |67.16 |o.375|s.s;
kered (B |6.00 1524|7100 | 80,000 |123 | - |o.s75|22.225/5.687|95.65 [s.00 |76.2 |- |- |1.812 |33.32 |200 |50.8 |0.375)9.5.
5508 |4 |9.00 |228.6|17.600| 100,000 [11.0 | 85 |1.00 |25.4 [s.987|100 [s.00 |76.2 |1.63 |41.40|1.437 | 36.6 |2.25 | 67.15 |o.375|9.6.
K499 (4 (900 | 228.6|9.200| 100.000 | ATTACHMENTS |0.675|22.226 687 |119.05 |s.625|9208|- |- |1.582 | 39.67 | 275 |69.86|0.600|12.7

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS ENGINEERED STEEL ROLLER CHAIN
AS2 ATTACHMENT
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All Weights are in pounds

CH}‘\‘,{N STYLE WEIGHT A c D E F G T

0904E AS20 - 15.9 3.312| 84.12 |3.625 92.08|0.375 (9.53 |1.094| 27.8 | 3.50| 88.9 |1.00 | 25.4 (0.250|6.35
09060F AS20 - 15.5 4.126|104.8 |4.25 | 108 |0.500|12.7 (1.50 | 88.1 | 8.75| 95.25|1.25 | 81.76 |0.812|7.92
1796 E AS20 - 17.6 4.1261104.8 |4.26 | 108 |0.600|12.7 |11.50 | 88.1 | 3.75| 96.261.26 | 81.75|0.812|7.92
JK5509E| AS20 - 12.4 4.1251104.8 |14.25 |108 |0.500)12.7 |11.50 | 38.1 | 8.75| 95.25(1.25 | 81.75|0.312|7.92

Notes:- 1. Attachments available for both A and B style chains
2. E indicates shell roller

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS ENGINEERED STEEL ROLLER CHAIN
AS20 ATTACHMENT
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All Weights are in pounds
CHAIN|  sryip WEIGHT A c D E F ¢ T
¥ STD SHELL
in mm | in mm in | mm| in mm | in mm | in mm | in mm
0904 ASR 16.0 |- 3.062|77.77 |4.25 |108 |0.3756(9.68 |1.65 | 41.91 |1.76 |44.46|3.126 [79.4 |0.3712|7.92
09060 ASR 16.5§ |- 3.50 |88.9 |4.50 |114.8 |0.500 |12.7 |1.625| 41.83 |2.00 |50.8 |4.875|113.1 |0.812|7.92
09061 AS2 16.9 |- 3.50 |88.9 |4.50 |114.8 |0.500|12.7 (1.625| 41.83 |2.00 |60.8 |4.375|118.7 |0.312|7.92
JK2184 AS2 17.9 |- 3.625|92.7 |6.00 |127 ]0.500(12.7 |11.75 | 44.45|2.00 |50.8 |5.625(142.9 |0.312|7.92
JK5509 ASR2 18.7 | - 3.50 |88.9 |4.50 |114.3 |0.600 (12.7 |1.625| 41.3 |2.00 |60.8 |6.876149.2 |0.812|7.92
Notes:- Attachments available for both A and B style chains
M4

(UK) John King Chains Limited.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899

E-mail: admin@johnking-chain.com

John King (USA) Inc.

200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: salesusa@johnking-chain.com

technical@johnking-chain.com

sales@johnking-chain.com

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS ENGINEERED STEEL ROLLER CHAIN
K2 ATTACHMENT
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All Weights are in pounds

CHAIN WEIGHT A B C D E F G T
0904EF |13.0 |[10.9  [2.703]68.65 7. .75 1.25 | 81.75 (0.375 | 9.58[2.00 |50.8 | 2.675] 67.95 |0.
1422R |98 |- 3.50 |88.9 |2.687|68.25|1.062| 68.25|0.875|9.58/1.875 |47.63| 8.00 | 75  [0.875|22.23/0.812 | 7.93

09060F |76.6 |[14.3  |3.375)|85.73 |2.187 | 65.55|1.625| 41.8 |0.500 (12.7 (3.00 (75 |4.50 |114.3 [1.60 (38.1 |0.375|9.63
09061E |17.0 |[14.7  |8.25 |82.55|2.187 | 66.566|1.625| 41.8 |0.500 (12.7 (3.00 |75 |5.875 136.58|1.50 (38.1 |0.875|9.53
JK5509E|(16.6 |13.0  4.00 (101.6 |2.875|73.08|2.00|50.8 |0.62515.9 |4.50 |114.3 | 6.00 |152.4 |1.76 |48.76(0.875)|9.63
JK5499 |25.2 (- 8.845 | 97.66 |3.098| 78.66 | 2.00 | 50.8 |0.625(15.9 |4.50 |114.3 | 4.50 | 114.3 (2.25 |567.15[0.500|12.7

Notes:- 1. Attachments available for both A and B style chains
2. E indicates shell roller

MMy

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS 81X STEEL ROLLER CHAIN
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(UK) John King Chains Limited.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899
E-mail: admin@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com

0.156
0.219
0.812

John King (USA) Inc.

26,000
40,000
42,000

200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: salesusa@johnking-chain.com

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS ENGINEERED STEEL BUSHED CHAIN

PITCH

(UK) John King Chains Limited.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK

Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chain.com

E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com

sales@johnking-chain.com

John King (USA) Inc.
200 Catherine Street, Unit 7B, E. Peoria IL61611 USA

Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS ENGINEERED STEEL BUSHED CHAIN
WITH K-TYPE ATTACHMENTS
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All Weights are in pounds

CH?’{N STYLE |weicHT A B c D E F ¢ T
in mm in | mm | in mm in | mm| in mm | in mm | in mm | in mm
ISS7188 K 5.1 2.662165.1 |1.875 |47.6 |0.818| 20.65|0.375|9.53 |1.297 | 82.94 |2.125 |563.98 |- — 0.26 |6.86
K2 5.1 2.562165.1 |2.098|58.16 |0.818| 20.65|0.875 |9.53 |1.297 | 832.94 |2.125 |53.98 |0.625|16.88 |0.25 |6.35
ISS181 K2 10.2 2.625166.68| 2.068|62.4 |1.00 | 25.4 |0.50 |12.7 |1.50 | 38.1 |2.50 |63.5 |0.76 [19.05 |0.875|9.53
ISS102B | K2 9.0 8.438 |87.38| 8.488187.88|1.00 | 25.4 |0.8765(9.568 |2.00 | 50.8 |2.818 |71.45 |0.875|22.28|0.8375|9.53
SS710 K2 8.6 8.406 |86.5 | 3.406)|86.5 |1.00 | 26.4 |0.875|9.58 |8.00 | 76.2 |2.876|73.08 |0.875|22.23|0.8375|9.68
JK5239 | K2 13.5 3.813 |196.85| 3.813 |96.85|1.50 | 88.1 |0.50 |12.7 |8.00 | 76.2 |4.50 |114.3 |1.156 |29.36|0.875|9.63

M4

(UK) John King Chains Limited. John King (USA) Inc.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA
Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com
sales@johnking-chain.com Web: www.johnkingchains.com




JOHN KING

SPECIAL SERIES CHAINS FEEDER BREAKER CHAIN

PITCH 1| PITCH 2

m

m | in mm in mm
4.0 76.2 0.36 |9.144 |2.38 |60.45(5.18 [130 [0.56 [14.2 [1.94

(UK) John King Chains Limited. John King (USA) Inc.

New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK 200 Catherine Street, Unit 7B, E. Peoria IL61611 USA

Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259

E-mail: admin@johnking-chain.com E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com

sales@johnking-chain.com

Web: www.johnkingchains.com



JOHN KING

SPECIAL SERIES CHAINS SHUTTLE CAR CHAIN

PITCH

T w

m

m | in mm in
4.1 104.14] 0.9838| 28.7 |(1.732 |44 4.803|122 10.47 |12 2.362

(UK) John King Chains Limited.
New Climax Works, Lancaster Way, Sherburn in Elmet LS25 6NS UK

Telephone: (44) 01977 681910 Facsimile: (44) 01977 681899 Telephone: 309-698-9250 Facsimile: 309-698-9259
E-mail: admin@johnking-chai m

E-mail: salesusa@johnking-chain.com
technical@johnking-chain.com

sales@johnking-chain.com

John King (USA) Inc.
200 Catherine Street, Unit 7B, E. Peoria IL61611 USA

Web: www.johnkingchains.com



