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JOHN KING LUBRICANTS

Conveyor Chains & Sprockets Worldwide

W
orld Class Chain Lubricants

JKG1391HT
High temperature grease 
with moly

—— Block and bar chains

—— Heavy drive chains (JKD series)

—— High duty transmission chains

—— Overhead conveyor chains

—— Steel bush series chains

—— Steel roller conveyor chains

—— Welded steel chains
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Pack sizes:
3 kg = 6.6 lbs
18 kg = 39.7 lbs
180 kg = 397 lbs
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More us at
www.johnkingchains.com

Conveyor Chains & Sprockets Worldwide

FM 77342
ISO 9001

JKG1391HT
High temperature grease 
with moly

Pack sizes:
3 kg = 6.6 lbs
18 kg = 39.7 lbs
180 kg = 397 lbs

Outstanding Features

•	 Excellent mechanical and thermal stability,
•	 Long re-lubrication service life at high temperatures,
•	 Wide temperature range, and loaded applications,
•	 Resistance to mild acid and alkaline wash.

Product Description

A superior non-melting synthetic grease for plain as well 
as ball and roller bearings, designed to withstand high 
temperatures and heavy loads over extended re-lubrication 
periods. JK1391HT Molyrace grease contains moly and PTFE 
which provides excellent lubrication at high loads and high 
temperatures making this lubricant extremely versatile in all 
applications.

Directions for use

Molyrace HTO grease can be applied manually, or by using 
a standard grease gun, or via a central lubricating system 
designed for and capable of pumping an NLGI No.0 grease.
As with all greases used for the first time, check compatibility 
with the grease applied previously and if necessary purge 
bearings prior to application.Take care not to over-lubricate 
and apply the quantity of grease recommended by the 
bearing.

Technical Data

Appearance. . . . . . . . . . . . . . . .               . . . . . . .. . . .    . . . . Smooth grease
Colour. . . . . . . . . . . . . . . . . . . . .                    . . . . . . .. . . .    . . . . Gray Black
NLGI classification. . . . . . . . . . .          . . . . . . .. . . .    . . . . 0
Thickener . . . . . . . . . . . . . . . . . .                 . . . . . . .. . . .    . . . . Organically 
 				    Modified Clay
Base Oil. . . . . . . . . . . . . . . . . . . .                   . . . . . . .. . . .    . . . . Synthetic 		
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. . . .    . . . . hydrocarbon
Base oil viscosity @ 40°C (IP71). . . . . .     . . . . . . . 400 cSt

@ 40°C (IP71). . . . . .     . . . . . . . 24 cSt
Worked penetration (IP50). . .  . . . . . . .. . . .    . . . . 355 to 385
Dropping point. (ASTM D2265) °C . . .  . . . . . . . Non Melting
Copper corrosion (IP112). . . . .    . . . . . . .. . . .    . . . . Pass
Maximum Dn. . . . . . . . . . . . . . .              . . . . . . .. . . .    . . . . 200,000
Operating temperature range. . . . . . .      . . . . . . . -20°C to +150 short 
				    periods +220°C
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