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Lancaster Business Park

Sherburn-in-Elmet LS25 6NS UK
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or Call Us by Phone

+44 1977 681 910

JOHN KING LUBRICANTS

Conveyor Chains & Sprockets Worldwide

W
orld Class Chain Lubricants

Pack sizes:
20 l = 5.3 US gallons
205 l = 54 US gallons

JKO1001F
Food Quality Chain Oil

—— Adapted transmission chains  

—— Combination chains with semi precision 

bearings

—— Steel bush conveyor chains

—— Steel roller conveyor chains  

—— Transmission chains 
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More us at
www.johnkingchains.com

Conveyor Chains & Sprockets Worldwide

FM 77342
ISO 9001

Product Description

JKO1001F is a fully synthetic food grade oil particularly suited 
for the lubrication of drive chains and conveyor chains. 
JKO1001F contains special additives that extend relubrication 
intervals Suitable for operating temperatures up to 200°C, and 
240°C for short periods.

Directions for use

Apply sparingly by brush or oil can as required. Can also be 
applied automatically using a central drip feed system.

Technical Data

Appearance. . . . . . . . . . . . . . . .               . . . . . . .. . . .    . . . . Clear adhesive oil
				    Blend
Base oil . . . . . . . . . . . . . . . . . . . .                   . . . . . . .. . . .    . . . . of synthetic oils
KinematicViscosity (ASTM4451) . . . . .    . . . . . . . 218
@ 40°C cSt
Viscosity Index (ASTM D2270). . . . . . .      . . . . . . . 135
Demulsibility (ASTM D1401) 30 min. . .  . . . . . . . 40-40-0 
Foaming (ASTM D892). . . . . . .      . . . . . . .. . . .    . . . . Nil
after settling Sequence 1
Sequence 2. . . . . . . . . . . . . . . .               . . . . . . .. . . .    . . . . Nil 
Sequence 3. . . . . . . . . . . . . . . .               . . . . . . .. . . .    . . . . Nil
Copper corrosion (ASTM D130). . . . . .     . . . . . . . 1b
FZG Gear Test Stage. . . . . . . .       . . . . . . .. . . .    . . . . 12
Pour Point °C. . . . . . . . . . . . . . .              . . . . . . .. . . .    . . . . -35
Flash Point Open Cup °C . . . .   . . . . . . .. . . .    . . . . 280

All ingredients are FDA listed. JKO1001F is NSF H1 registered 
and meets the USDA 1998 H1 Guidelines. This product contains 
no genetically modified ingredients and does not contain any 
nut oil or derivatives.

Outstanding Features

•	 Penetrates to the links and pins reducing wear and 
extending chain life,

•	 Adhesive additives ensure non-drip, no fling thus 
providing lasting lubrication,

•	 Excellent adhesive characteristics ensures a high 
degree of water resistance and protects parts from 
corrosion even in the presence of alkali materials 
commonly associated with the food industry,

•	 Extremely wide temperature range ensures 
maximum application versatility.

Pack sizes:
20 l = 5.3 US gallons
205 l = 54 US gallons

JKO1001F
Food Quality Chain Oil
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