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JOHN KING LUBRICANTS

Conveyor Chains & Sprockets Worldwide

W
orld Class Chain Lubricants

Pack sizes:
20 l = 5.3 US gallons
205 l = 54 US gallons

JKO1042F
Low Temp Food Chain Oil
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—— Heavy duty drive chains (spiral freezers)

—— Steel bush chains with cross rods

—— Steel roller conveyor chains

—— Steel roller conveyor chains with mesh 

belting



More us at
www.johnkingchains.com

Conveyor Chains & Sprockets Worldwide

FM 77342
ISO 9001

Product Description

JKO1042F is based on blend of synthetic hydrocarbons and 
is inhibited against oxidation to give a long wet film life over 
wide temperatures.

JKO1042F is designed for the lubrication of conveyor chains 
running continuously at low temperatures, down to minimum 
of -60°C.

Directions for use

Although usually applied by automatic lubricators, JKO1042F 
can be applied by hand if so desired.

Technical Data

Appearance. . . . . . . . . . . . . . . .               . . . . . . .. . . .    Off White clear fluid
Base fluid. . . . . . . . . . . . . . . . . . .                  . . . . . . .. . . .     Synthetic 
Viscosity at 40°C.. . . . . . . . . . . . . . . . . .. . . .    32 cSt Min.
Specific Gravity. . . . . . . . . . . . .            . . . . . . .. . . .    0.84
Shell 4 Ball (IP239) (ASTM D2596)

Weld Load. . . . . . . . . . . . . . .              . . . . . . .. . . .     200 kg
Load-Wear Index. . . . . . . . .        . . . . . . .. . . .    45 kg

Temperature Range. . . . . . . . .        . . . . . . .. . . .     - 60 to 150°C

Outstanding Features

•	 Long wet film life, which provides maximum 
lubricant economy,

•	 Does not form hard carbon deposits,
•	 Good load and anti-wear properties,
•	 Miscible with most ester based fluids.

Pack sizes:
20 l = 5.3 US gallons
205 l = 54 US gallons

JKO1042F
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